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Datos técnicos

PM200 Pressure Measurement Modules




Caracteristicas principales

FLUKE.

For 2271A Industrial Pressure Calibrator and 6270A, 8270A and 8370A Pressure Controller / Calibrators

Descripcion general del producto: PM200 Pressure Measurement

Modules

Key features:

e 0.02% FS specification makes it ideal for calibrating or testing pressure dial gauges, lower accuracy transmitters, or

pressure switches
e Rugged silicon pressure sensor design allows for faster control
e Economic price point helps facilitate the purchase of backup modules, making sure you are never down for

calibration

Especificaciones: PM200 Pressure Measurement Modules

Performance specifications

The performance specifications describe the complete instrumental uncertainty of the Product. The specifications

include all relevant error components (linearity, hysteresis, repeatability, resolution, reference standard measurement

uncertainty, 1-year drift, and temperature effects). The specifications are provided at a level of confidence of 95 %, k=2,
normally distributed. Precision uncertainty includes linearity, hysteresis, repeatability, resolution, and temperature

effects.

PM200 Modules

Specifications are valid from 18 °C to 28 °C. For temperatures from 15 °C to 18 °C and 28 °C to 35 °C, add 0.003%

FS/eC.

Model

PM200-BG2.5K?

PM200-BG35K’

PM200-BG40K?

PM200-BG60K®
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Range
(SI Units)

-2.5 kPa to
2.5 kPa

-35 kPa to
35 kPa

-40 kPa to
40 kPa

-60 kPa to
60 kPa

Range
(Imperial
Units)

-10inH,0 to
10 inH,0

-5 psito 5 psi

-6 psi to 6 psi

-8.7 psi to
8.7 psi

PM200 Pressure Measurement Modules

Measurement
Mode '

bi-directional
gauge

bi-directional
gauge
bi-directional
gauge

bi-directional
gauge

https://www.fluke.com/es-co/product/accessories/pressure/pm200

1-Year
Instrumental
Uncertainty
% FS

0.2

0.05

0.05

0.05

Precision
Uncertainty
% FS

0.055

0.015

0.015

0.015


https://www.fluke.com/node/8458
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PM200-BG100K> }TO%OKL;F;a ' 45psito 15 psi ggsggmona' 0.02 0.01
PM200-A100K? fgg T 0.3psito15psi  absolute 0.1 0.02
PM200-A200K* %gi;g 0.3 psito 30 psi  absolute 0.1 0.02
PM200-BG200K" ;O%Okkpza ' 45psito 30 psi g;gggmona' 0.02 0.01
PM200-BG250K* 100kPato | 5 1o 36 psi | Oi-directional 0.02 0.01
250 kPa gauge
PM200-G400K" 2(';5 i;g Opsito 60 psi  gauge 0.02 0.01
PM200-G700K’ %gak;g 0psito 100 psi  gauge 0.02 0.01
PM200-G1M® ? mgg to 0 psito 150 psi  gauge 0.02 0.01
PM200-G1.4M° ?.Z/'Eﬂap;o 0 psito 200 psi  gauge 0.02 0.01
PM200-G2M"® D et 0psito300psi  gauge 0.02 0.01
PM200-G2.5M° g‘gﬂhpﬂapgo 0 psito 360 psi  gauge 0.02 0.01
PM200-G3.5M g.g/llli’/lapgo 0 psito 500 psi  gauge 0.02 0.01
PM200-G4M® 2 ME: to 0 psito 580 psi  gauge 0.02 0.01
PM200-G7M? g mgg to ?opcf(i)tgsi gauge 0.02 0.01
PM200-G10M® ?OM,\;’?,;O ?SD(fétssi gauge 0.02 0.01
PM200-G14M° o et gOpOS(i)tSSi gauge 0.02 0.01
PM200-G20M? goMl\iﬁ,atO gOpOS(i)tp?si gauge 0.02 0.01
PM200-G28M" D uirato 28 Zopt?ci)tgsi gauge 0.02 0.01
PM200-G35M° e to 35 gOpOS(i)tr?si gauge 0.02 0.01
PM200-G40M° 20'\/',\;’;;0 gOpOSCth[())si gauge 0.02 0.01
PM200-G70M’ DMe o ?Opgééopsi gauge 0.02 0.01
PM200-G100M’ (I3/III\3/|aPa t0 104 gopgipts 15 gauge %O;fig/ggi]g 0.02 5015
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Notes

1. PM200 gauge mode modules support absolute mode measurement when used with a barometric reference
module. Instrumental uncertainty for gauge mode modules used in absolute mode by addition of a barometric
reference module is calculated as the uncertainty of the gauge mode module root sum squared with the uncertainty
of the barometric reference module. Uncertainty for gauge mode assumes routine zeroing which is default operating
mode when used in a chassis. Uncertainty for absolute mode modules includes 1-year zero stability. This specification
can be reduced to 0.05 % FS if the PM200 module is zeroed on a continuing basis to remove the 1-year zero stability
component.

2. This module can be used as a barometric reference module.

3. Compatible with 2271A and 6270A.

4. Compatible with 2271A, 6270A and 8270A.

5. Compatible with 2271A, 6270A, 8270A and 8370A.

6. Compatible with 8270A and 8370A.

7. Compatible with 8370A.
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Modelos

PM200-BG2.5K
Pressure Measurement Module, -2.5 to 2.5 kPa (-10 to 10 inH20)

PM200

FLUKE.

For 2271A Industrial Pressure Calibrator, and 6270A, 8270A and 8370A Pressure Controller/Calibrators

PM200-BG35K
Pressure Measurement Module, -35 to 35 kPa (-5 to 5 psi) gauge

PM200-BG40K
Pressure Measurement Module, -40 to 40 kPa (-6 to 6 psi) gauge

PM200-A100K
Pressure Measurement Module, 100 kPa (15 psi) absolute

PM200-BG100K
Pressure Measurement Module, -100 to 100 kPa (-15 to 15 psi) gauge

PM200-A200K
Pressure Measurement Module, 200 kPa (30 psi) absolute

PM200-BG200K
Pressure Measurement Module, -100 to 200 kPa (-15 to 30 psi) gauge
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PM200-BG250K

Pressure Measurement Module, -100 to 250 kPa (-15 to 36 psi) gauge

PM200-G400K
Pressure Measurement Module, 0 to 400 kPa (0 to 60 psi) gauge

PM200-G700K
Pressure Measurement Module, 0 to 700 kPa (0 to 100 psi) gauge

PM200-G1M
Pressure Measurement Module, 0 to 1 MPa (0 to 150 psi) gauge

PM200-G1.4M
Pressure Measurement Module, 0 to 1.4 MPa (0 to 200 psi) gauge

PM200-G2M
Pressure Measurement Module, 0 to 2 MPa (0 to 300 psi) gauge

PM200-G2.5M
Pressure Measurement Module, 0 to 2.5 MPa (0 to 360 psi) gauge

PM200-G3.5M
Pressure Measurement Module, 0 to 3.5 MPa (0 to 500 psi) gauge

PM200-G4M
Pressure Measurement Module, 0 to 4 MPa (0 to 580 psi) gauge

PM200-G7M
Pressure Measurement Module, 0 to 7 MPa (0 to 1000 psi) gauge

PM200-G10M
Pressure Measurement Module, 0 to 10 MPa (0 to 1500 psi) gauge

PM200-G14M
Pressure Measurement Module, 0 to 14 MPa (0 to 2000 psi) gauge

PM200-G20M
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Pressure Measurement Module, 0 to 20 MPa (0 to 3000 psi) gauge

PM200-G28M
Pressure measurement module, 28 mpa (4000 psi) gauge

PM200-BG60K
Pressure measurement module, -60 to 60 kPa (-8.7 to 8.7 psi) gauge

PM200-G35M
Pressure measurement module, 35 mpa (5000 psi) gauge

PM200-G40M
Pressure measurement module, 40 mpa (6000 psi) gauge
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Fluke. Manteniendo su mundo en marcha.

Fluke Corporation Latin America
Everett, WA 98206 EE.UU. Tel: +1 (425) 446-5500
www.fluke.com/es-co
Para obtener informacién adicional En EE. UU. ©2025 Fluke Corporation. Reservados todos los
(800) 443-5853 derechos. Impreso en los Paises Bajos. Informacién
En Europa/Medio Oriente/Africa sujeta a modificacién sin previo aviso.
+31(0)40 267 5100 03/2025
En Canada (800)-36-FLUKE
www.fluke.com No esta permitido modificar este documento sin

autorizacion por escrito de Fluke Corporation.
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